
A sophisticated design in a contemporary colour 
palette which has been woven with horizontal 
and vertical textural emphasis to enhance its 
luxurious visual appeal. The soft tonal hues will 
complement both the décor and interior colours 
in most homes.
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KEY FEATURES ARE:

• 5 Year Fabric Warranty

• 3 metre width

• 7 colours in blockout

• 7 matching colours in light filtering

• Mould and mildew protection system

• Uniline quality



BELICE
EXPERIENCE THE REFINED IN FABRIC

BLOCK OUT

TRANSLUCENT

TECHNICAL SPECIFICATIONS
SPECIFICATIONS:

PANEL GLIDE ✓

ROLLER ✓

ROMAN ✓

FABRIC TYPE:

BLOCKOUT ✓

TRANSLUCENT ✓

SCREEN

CARE: Surface dust should be removed with a 
duster or soft cloth. Fabric can be wiped with a 
damp sponge and wiped with a soft cloth. Never 
use abrasive or solvent-based products.

NOTE: Refer to Uniline website for up to date fabric 
and swatch information.

APPLICATION:

Australia  Free Call: 1800 777 331  |  sales@uniline.com.au  |  uniline.com.au

New Zealand  Free Call: 0800 700 801  |  salesnz@uniline.com.au  |  uniline.co.nz

IT’S YOUR CHOICE.

The preferred window covering system supplier to the industry.

Alaska Limestone Birch Gosling Haze Ash Pumice

Alaska Limestone Birch Gosling Haze Ash Pumice

18
06

01

BLOCKOUT TRANSLUCENT

WARRANTY 5 Year fabric Warranty 5 Year fabric Warranty

OPACITY All colours are 100% Blockout  
AS-2663.3-1999

LIGHT FASTNESS
Fully Fade Resistant: Result 6-7  

ISO 105-B02:1994 
(Xenon Arc Method)

Fully Fade Resistant: Result 6-7  
ISO 105-B02:1994 

(Xenon Arc Method)

COMPOSITION 100% Polyester 100% Polyester

COATING Acrylic – PVC free Acrylic – PVC free

FIRE RETARDANCY

Complies with General Requirements of the Building Code of Australia for 
Fire Hazard Properties of materials used. 

Not suitable for use in parts of buildings with special requirements.  
Tested to AS1530.2 & 1530.3. Test reports available on request.

WEIGHT 410gsm +/- 5% 215gsm +/- 5%

THICKNESS 0.72mm 0.63mm

WIDTHS 3.0mtr 3.0mtr

ROLL LENGTH 20mtr 20mtr

CUTTING METHOD Ultrasonic,  
Crush Cutter, Blade

Ultrasonic,  
Crush Cutter


